A dye-sensitization technique was applied to effective catalysts-TiO2 and ZnO-under fluorescent light irradiation for Orange II (OII) and Methyl Orange (MO) degradations. Treatments were carried out at different time periods using 20 mg of catalysts and 30 mL of 5 mg/L of OII and MO. The degradation efficiency of OII and MO increased with increasing irradiation time under irradiation of fluorescent light. The photocatalytic activity of ZnO nanoparticles was better compared with that of TiO2 for MO; and the ZnO activity was the same as TiO2 for OII photodegradation. Kinetic behavior was evaluated in terms of the Langmuir-Hinshelwood model (pseudo-first order kinetic). The possible mechanism of photodegradation under fluorescent light was discussed.
Introduction
Titanium dioxide (TiO2) and zinc oxide (ZnO) have drawn great attention, because they have become one of the most effective photocatalysts in the mineralization of toxic organic substances, owing their virtues of low cost, highly chemical stability, and nontoxicity [1, 2] . However, these catalysts can only be excited by the irradiation of UV light, due to their wide band gaps. An artificial light source, for instance an Hg-Xe lamp, is particularly expensive, whereas a fluorescent lamp is cheap, has a longer life time, and uses less energy. The UV region occupies only a small fraction of a fluorescent lamp's spectrum. This problem can be solved only by improving the light absorption capacity of photocatalysts [3, 4] . Photocatalysts can be modified in order to expand their photoresponse to the visible region for pollutant degradation with several ways, including the doping with cations/anions or the coupling with another small band gap materials [5] . Most of these methods, however, are time-consuming and quite expensive. Dye sensitization, on the other hand, is a simpler method that can extend catalysts activation to longer wavelengths compared with those corresponding to its band gap. Dye sensitization begins with electron injection into the conduction band (CB) of a photocatalyst from the excited dye, followed by interfacial electron transfer [6, 7] .
Recently, the self-sensitized degradation of dye under visible light irradiation has been investigated. Wu et al. [8] studied self-photosensitized oxidative decolorization of rhodamine B under visible light irradiation in TiO2 dispersions with a halogen lamp and cutoff filter. The photosensitized degradation of a textile azo dye with TiO2 using visible light with a fiber optic illuminator was reported by Vinodgopal and Kamat [9] . Xing et al. [10] studied the enhanced self-sensitized degradation of colored pollutants under visible light with a mercury lamp and filter. The photocatalytic performance of ZnO for self-sensitized degradation of malachite green under solar light was investigated by Saikia et al. [11] . According to our knowledge, there is little information on the photocatalytic decolorization of dye in water with self-dye-sensitized photocatalysts under room fluorescent light irradiation with very weak intensity.
The present work deals with photocatalytic decolorization of dye in water with self-dye-sensitized TiO2 and ZnO under room fluorescent light irradiation.
Materials and Methods

Materials
All reagents were of analytical grade and were used without further treatment. Orange II and methyl orange used in this study were purchased from Nacalai Tesque Inc., Kyoto, Japan (grade >99%). TiO2 powder (P25, purity 99.9%) was obtained from Degussa Co., Essen, Germany. ZnO was purchased from Sigma-Aldrich, St. Louis, MO, USA. Ultrapure water (18 MΩ cm) was prepared by an ultrapure water system (Advantec MFS Inc., Tokyo, Japan). The detailed experimental conditions were shown in Table 1 . 
Characterization of Photocatalyst
In order to record the diffraction patterns of photocatalysts (TiO2 and ZnO), the powder X-ray diffractometer (XRD, RIGAKU Ultima IV, sample horizontal type) was used in the condition of Cu Kα radiation of wavelength 0.15406 nm with tube current of 50 mA at 40 kV in 2θ angle range from 10° to 80° with a scan speed of 4°/min and a step size of 0.02°. Figure S1 shows the X-ray diffraction (XRD) pattern of TiO2. Because P25 is a mixture of 20% rutile and 80% anatase, XRD pattern shows both anatase and rutile lines [12] . Figure S2 illustrates the XRD of ZnO. Three main distinct peaks at 31.76°, 34.42°, and 36.26° are observed in the patterns, which are indexed to the (100), (002), and (101) diffractions of the wurtzite ZnO, respectively [13] . The particle size of the TiO2 and ZnO have been obtained from the full width at half maximum (FWHM) of the most intense peaks of the respective crystals using the Scherrer equation, D = 0.9λ/βcosθ, where λ is the X-ray wavelength, D the average crystallite size, θ the Bragg diffraction angle, and β the full width at half-maximum. The crystal size of TiO2 and ZnO could be estimated as ~21 and ~38 nm, respectively.
The diffuse reflectance spectra (DRS) of photocatalysts were checked over a range of 200-800 nm using a Shimadzu UV-2450 UV-vis system equipped with an integrating sphere diffuse reflectance accessory with the reference material BaSO4. The diffuse reflectance spectra of the TiO2 and ZnO samples were studied, as shown in Figures S3 and S4 . The reflectance data was converted to Kubelka-Munk equation which is expressed as F(R) = (1 − R) 2 
Evaluation of Photocatalytic Activity
The photodegradation system is illustrated in Figure S5 . The photocatalytic activities of TiO2 and ZnO were checked by the decolorization of two typical azo dyes, orange II (OII) and methyl orange (MO), under 450 nm LED light and fluorescent light irradiation. The photocatalytic reactions were performed in a Pyrex glass reactor. The catalyst powder (20 mg) was suspended in 30 mL of dye solutions with 5 mg/L without adjustment of pH. The luminous intensities were measured by a LI-COR light sensor (LI-250A), and were 5.1 mW/cm 2 for LED lamp and 0.034 mW/cm 2 for fluorescent light, respectively. The adsorption experiment was conducted with aluminum foil coverage to block the impact of radiation. Prior to light illumination, the catalyst suspension was dispersed by a magnetic stirrer for 30 min in the dark, to achieve adsorption equilibrium. During irradiation, the catalyst was kept in suspension state by a magnetic stirrer. After the illumination, the catalyst was separated through the Advantec membrane filter 0.45 μm. The catalysts could be almost removed by the filtration. The concentration of dye was measured using a UV-visible spectrometry (UV-1650PC, SHIMADZU Co., Tokyo, Japan). According to Beer-Lambert law, the relative concentration (C/C0) of the OII solution was calculated by the relative absorbance (A/A0) at 485 nm, where A0 and A are the absorbance of the OII solution at the beginning time (t0) of photocatalytic treatment and at time t, respectively. The photodegradation of OII under fluorescent light irradiation was similar to that under visible light irradiation except for the light source. The photodegradation of MO (5 mg/L) was similar to that of OII except that the detection wavelength was 464 nm.
Results and Discussion
UV-Visible Analysis
The temporal absorption spectral changes during the photocatalytic decolorization of OII and MO with TiO2 and ZnO under fluorescent and 450 nm light illuminations were investigated, as shown in Figures 1 and 2 , respectively. As they can be seen, the intensities of the peak at 485 and 464 nm progressively decreased with increasing irradiation time up to 360 min. The well-defined absorption bands decreased after irradiation for 360 min, indicating that OII and MO had been decolored in the presence of TiO2 and ZnO with fluorescent light and 450 nm LED light irradiation. Therefore, the self-dye-sensitization was very effective for the decolorization of OII and MO under fluorescent and 450 nm light illuminations. 
Photocatalytic Decolorization of OII and MO with TiO2
The effect of irradiation time on photocatalytic decolorization of dye (OII and MO) was performed by measuring the percentage of dye removal at different periods under fluorescent and 450 nm LED lights, as shown in Figure 3a ,b, respectively. The percentage of OII and MO removal increased with an increase in irradiation time, and reached up to about 61% and 24% for fluorescent light and about 88% and 41% for LED light after 6 h, respectively. The adsorption (removal) percentage of OII on TiO2 particles was large up to 30 min, whereas MO adsorption was very little. There was little change in the OII and MO solutions during photolysis. The photocatalytic decolorization processes of both dyes under LED light were more effective compared with those obtained under fluorescent light radiation. These facts may be due to the light intensity, because the amounts of electron-hole pairs are dependent on them [14] . 
Photocatalytic Decolorization of OII and MO with ZnO
Kinetic Analysis
The photocatalytic oxidation process for many organic contaminants has often been modeled with the Langmuir-Hinshelwood (L-H) equation, which also covers the adsorption properties of the substrate on the photocatalyst surface. This model was developed by Turchi and Ollis [15] and expressed as Equation (1) 
where r0 is the degradation rate of the reactant, k is the reaction rate constant, and K and C are the adsorption equilibrium constant and concentration for the reactant, respectively. If the concentration of reactant is very low, i.e., KC << 1, the L-H equation (Equation (1)) simplifies to a pseudo-first-order kinetic law (Equation (2)) where kobs is being the apparent pseudo-first-order rate constant.
Integration of the above equation with the limit of C = C0 at t = 0 with C0 gives the equation
The primary degradation reaction is estimated to follow a pseudo first-order kinetic law, according to Equation (3) . In order to confirm the speculation, Ln(C/C0) was replotted as a function of illumination time for OII and MO shown in Figures 5 and 6 , respectively. Because the linear plots were observed as expected, the kinetics of OII and MO in the TiO2 suspension solution followed the The photocatalytic decolorization kinetic parameters such as pseudo-first-order rate constant, correlation coefficient, and substrate half-life are shown in Table 2 . The values of rate constants have been determined from the slope of these plots. As shown in Table 2 , the rate constant values kobs (min −1 ) were lower in fluorescent light compared with that under LED light for both dyes. 
Proposed Degradation Mechanisms
TiO2 and ZnO cannot absorb visible light energy directly due to the band gap 3.2 eV (Supplementary Data Figures S3 and S4) [16] . On the contrary, when a colored organic compound is present, a sensitized photocatalytic process is possible. Huang et al. investigated dye sensitized photodegradation which follows the radical mechanism [17] . Molla et al. recently evaluated the reaction mechanism of photocatalytic degradation of dye with self-sensitized TiO2 under visible light [18] . Park et al. also mentioned that the dye-sensitization can be applied for the self-degradation of dyes. In dye-sensitization, a dye absorbing visible light excites an electron from the HOMO (highest occupied molecular orbital) of a dye to the LUMO (lowest unoccupied molecular orbital) [19] . The HOMO and LUMO levels and band gap energy of OII and MO were obtained from literature and the values are presented in Table 3 . Table 3 . HOMO and LUMO levels and energy gaps (eV) of dye molecules and λmax (nm). Figure 7 demonstrates the valence band (VB) and conduction band (CB) levels and the energy gaps of catalyst vs. NHE reference electrodes. It is observed that the LUMO levels of OII and MO are more negative relative to the conduction band edge potential of TiO2 and ZnO. Otherwise, due to the more negative potential of the lowest unoccupied molecular orbital (LUMO) level for dye relative to the conduction band (CB) of the catalyst [22] , the electron transfer from the LUMO of dyes to the CB of the catalyst is feasible. It is reported that the redox potential of O2/ • O2 − is −0.33 V vs. NHE [23] , which is more positive than conduction band potential of TiO2 and ZnO (−0.5 V vs NHE) [24, 25] . The surface adsorbed dyes were excited by absorbing visible light (fluorescent) and donated their electrons to the conduction band of the catalyst. As a result, the dyes are converted to a cationic radical (dye +• ), and • O2 − radical specie were easily formed by the adsorbed oxygen through capturing electrons from the conduction band of the catalyst. The • O2 − can react with surface adsorbed H2O to form H2O2 which is ultimately converted to • OH [26, 27] . The surface adsorbed OII and MO radical cation or surface adsorbed dyes can undergo degradation by • O2 − and • OH. As soon as a dye molecule degrades, another dye molecule will be adsorbed on TiO2 and ZnO surface and the photocatalytic cycle continues. The peak corresponding to the azo group of dye (OII and MO) decreased after 360 min of irradiation (Figures 1a,b and 2a,b) . This may be attributed to the fact that azo bonds are more reactive than the aromatic part of the molecule. They are easily oxidized by the photogenerated • OH radicals. The cleavage of the azo (-N=N-) bond leads to decolorization of dyes [28] . According to the previous studies, a possible decolorization pathway of OII [29] and MO [30] was proposed in Figure 8 . 
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Conclusions
Consequently, the photocatalytic activity of self-dye-sensitized TiO2 and ZnO in the degradation of OII and MO was studied under fluorescent light irradiation. The percentage of degradation of OII and MO increased with an increase in irradiation time under fluorescent light for TiO2 and ZnO catalyst. The photocatalytic activity of ZnO nanoparticles was better than that of TiO2 for MO, and of ZnO and TiO2 showed the same activity for OII photodegradation under fluorescent light. The kinetics of OII and MO photodegradation followed the pseudo-first order rate law, and could be described in terms of the Langmuir-Hinshelwood model. The photocatalytic degradation of waste dye in water with self-dye-sensitized TiO2 and ZnO under fluorescent light irradiation will become a promising technique. 
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